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ISO 17025 Laboratory Accreditation Certificate from the National
Certification Center of Iran- Colleague Laboratory of the National
Standard Organization of Iran and the Tehran Fire Department.

TRB International auusge 31 1ISO 9001 : 2015 oS oy 5 luilivn! aoliuales
I1SO 9001: 2015 Quality Management Standard Certification from
TRB International
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1SO 45001: 2018 Occupational Safety and Health Standard Certificate
from TRB International
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1SO 10004: 2018 Customer Satisfaction Standard Certificate from
TRB International
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Description

ZX-SS 5500 AD

This type of products is strobe sirens. In addition to audible warning, by the LEDs
provided inside the device, it can make visual warning too. It is possible to select 2
sound tones, 3 sound levels (low, medium and high) and 3 working mode (only
strobe, only siren and strobe siren) in this model.

ZX-S 5000 AD

This type can only make audible warning. It is possible to select 2 sound tones and
3 sound levels (low, medium and high in this model.
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Features

F.A.P Technology (False Alarm Protection Technology)

Designed and manufactured in accordance with the requirements of EN 54
Automatically addressable from the panel (Soft Addressing)

Built-in isolator

Heat resistant ABS case

Wall and ceiling mounting



Technical specifications (S wlaxie
Siren Model ZX-S 5000 AD | ZX-SS 5500 AD 25 Jse
Design -
standard EN 54-317 ISIRI 18687-3 &>k ol
Operating ] e &
Voltage 19-30 Vd.c. 5Ly 0,28
Static current O Sl o oy
at24Vd.c. <1mA 24Vd.c. law
Tone1&2: Tone1&2: NT el o ol
Alarm current Low: 5 mA Low: 8 mA m o
at24 Vd.c. Med: 8 mA Med:15 mA »°
High: 12mA High: 30mA 24V d.c.
Operating o~ _ o
Temperature -15°C +80°C 83,55 sles
%%i:?éz?f 5% — 95% RH (non-condensing) 9,515 Cugh,
Color (RED) 5 &)
Flasher color - | (RED) 3,8 e RSV
Frfgﬁggcy 500-1200 Hz o (olS 5 a3gama
Envrenental (Indoor lsbs 55,3) Type A 23l &5
IP rating IP21C cbli> a4z s
Dimensions ¢ 98*81mm olayl
Weight ~200g 039
Minimum Sound Level at 1 m dB (A) dB (A) coun> 30 Y M alold ;0 louo 29,5 doS’
Axiuo
. oF o sles Sl hw (i3l axivo
a9l - . §O9as
) || ) soe Horizontal ) |\, tical )
(No. (Sound Level) (Plane
(Plane
Low 70 70
15 ° 1,2 Medium 75 75
High 85 85
Low 70 70
45 ° 1,2 Medium 75 75
High 85 85
Low 70 70
75° 1,2 Medium 75 75
High 85 85
Low 70 70
105 ° 1,2 Medium 75 75
High 85 85
Low 70 70
135° 1,2 Medium 75 75
High 85 85
Low 70 70
165 ° 1,2 Medium 75 75
High 85 85
Installation guide ZX-SS 5500 AD 2ZX-S 5000 AD i glosal
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For more information about installation, repairing, maintenance and checking the originality
of the products via 16 digits code on the back side of the products, please visit our website:

www.zitexiran.com




